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Abstract 
 
The United States Navy (USN) currently utilizes a Rapid Penetration Test (RPT) on both 
land and in water as the means to determine whether sufficient soil bearing capacity exists for 
piles in axial compression, prior to construction of the Elevated Causeway System (Modular) 
[ELCAS(M)] pile-supported pier system.  The USN desires a replacement for the RPT because 
of issues with the method incorrectly classifying soils as well as the need to have a less labor-
and-equipment-intensive method for geotechnical investigation.    
The Multichannel Analysis of Surface Waves (MASW) method is selected herein as the 
potential replacement for the RPT.  The MASW method is an existing, geophysical method for 
determining soil properties based upon the acquisition and analysis of seismic surface waves 
used to develop shear wave velocity profiles for the soils at specific sites.  Correlations between 
shear wave velocity and Cone Penetration Testing are utilized to classify soils, develop pile blow 
count estimates, and calculate soil bearing capacity.   
This researcher found that the MASW method was feasible and reliable in predicting the 
required properties for terrestrial sites.  However, it was not successful in predicting those 
properties for underwater marine sites due to issues with equipment and field setup.  Future areas 
of improvement are recommended to address these issues and, due to the success of the method 
on land, it is expected that once the issues are addressed the MASW method will be a reliable 
replacement for the RPT method across the entire subaerial and subaqueous profile.
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Chapter 1:  Introduction 
 
During wartime operations or in response to humanitarian crises and natural disasters, the 
United States Navy (USN) is tasked with providing access to beachheads and coastal areas to 
ensure that a reliable flow of supplies and materials is available to support the crisis zone.  
Suitable piers, harbors, or other means of delivering logistics from ship to shore are typically 
non-existent, damaged, or insufficient in capability or capacity to meet the logistical demands of 
these missions.  The Naval Facilities Engineering Command (NAVFAC) designed, procured, 
and maintains the Elevated Causeway System (Modular) [ELCAS(M)] as the primary means of 
providing access to coastal areas and ensuring logistical flow.  The ELCAS(M) system serves as 
a portable pier system comprised of a beach ramp, an elevated roadway & pier section, and a 
pierhead that is supported by steel piles driven into the sea bottom.  Currently, a Rapid 
Penetration Test (RPT) developed by NAVFAC is conducted by USN divers to determine 
whether acceptable marine soil bearing capacity in axial compression exists for the piles used to 
erect the ELCAS(M).  In non-permissive or adverse environments that often occur during USN 
operations, as well as due to the manpower and material intensity of the RPT, diver safety can 
become highly compromised.  The USN is seeking a methodology for determining acceptable 
marine soil bearing capacity in axial compression that reduces labor and equipment requirements 
and more accurately determines soil properties.  For brevity, bearing capacity is used for the 
remainder of this thesis in place of “bearing capacity in axial compression”.  
In this thesis, the Multichannel Analysis of Surface Waves (MASW) method, an 
existing/non-invasive method utilized to estimate soil bearing capacity, is investigated as a 
replacement for the RPT.  In the work described herein, concepts related to the development of 
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the MASW method and its application underwater, the experimental setup to facilitate the 
method, and the execution of testing and analysis of the data acquired to determine the method’s 
acceptability in determining accurate soil bearing capacity as a replacement for the RPT, are 
presented. 
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Chapter 2:  Background & Literature Review 
 
2.1 Seismic Waves 
 
The Multichannel Analysis of Surface Waves (MASW) method relies on the acquisition 
and analysis of seismic surface waves to ascertain relevant geotechnical properties of the soils 
through which these surface waves travel.   Seismic waves are energetic waves that are released 
by earthquakes, explosions, or other events imparting energy into the Earth and travel through 
and along the Earth’s interior and surface.  The two main types of seismic waves are body waves 
and surface waves.  Body waves consist of compressional (primary or P) waves and shear 
(secondary or S) waves which travel both horizontally and vertically through the interior of the 
Earth.  Surface waves, consisting of Rayleigh and Love waves, travel along and parallel to the 
interface of the Earth’s surface and the atmosphere.  The importance, and usefulness, of surface 
waves is based upon the relationship between surface waves and the velocity of propagation of 
body waves, with Rayleigh-like Scholte surface waves and shear wave velocities being of 
primary importance in this application.  These relationships allow for a determination of 
geotechnical properties for the soils through which they travel and from which they are acquired.  
Figure 1 below provides a graphical visualization of P, S, and surface waves. 
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Figure 1. P, S, Love, and Rayleigh wave visualization. Reprinted from Incorporated Research 
Institutions for Seismology, Retrieved October 8, 2018, from http://www.iris.edu. Copyright 
2018 by Incorporated Research Institutions for Seismology.  Reprinted with permission. 
 
 
2.2 Discovery and Development of Surface Wave Theory 
 
Rayleigh (1885) was the first to formulate a mathematical expression for the second main 
type of seismic wave and the first to coin the term “surface wave”.  At the time of the publication 
of his concepts, body wave theory was well developed but could not fully explain the seismic 
energy and arrival times of the waveforms for seismic events.  Body waves are high frequency 
waves that occur relatively early in a seismic record, and they were well understood in 
Rayleigh’s time.  However, delayed, lower frequency waves occurring later in the seismic record 
were identified but unformulated prior to his work.  Rayleigh mathematically addressed surface 
waves as the outcome of vibrational waves occurring between a free surface and an elastic 
medium (air-solid interface) with an amplitude decreasing with depth and having velocities 
related to but slower than shear wave velocities.  These Rayleigh waves are the result of 
interfering P- and S- waves in a soil stratum that, moving from left to right away from a source in 
a Cartesian coordinate system, move in an elliptical and counterclockwise motion, as shown in 
Figure 1.  In his publication, Rayleigh noted the potential importance of such waves to seismic 
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related research because the Earth and its atmosphere act as the elastic medium and free surface, 
respectively, along which seismic surface waves can be transmitted. Rayleigh’s hypothesis as to 
the usefulness of surface waves has been validated, as Rayleigh waves have since been 
determined to be guided and dispersive waves whose phase-velocity through a layered earth 
model is a function of frequency, P-wave and S-wave velocities, density, and depth (Xia, Miller, 
& Park, 1999).  Through the manipulation of these relationships, Rayleigh waves have become a 
powerful tool to use for characterizing a soil’s structure and its related properties. 
Stoneley (1924) extended the work of Rayleigh to include surface waves other than those 
at a free surface and elastic medium (air-solid interface).  He formulated the presence of 
Rayleigh-like waves between two dissimilar elastic media, and of specific interest to 
geotechnical engineering, at the interface of two rock strata (solid-solid interface) in the interior 
of the earth.   
Most applicable to this research, Scholte (1947) investigated limiting cases in which both 
Rayleigh and Stoneley waves could coexist in a layered system.  The mathematical treatment 
devised by Scholte determined that surface waves could exist at the boundary of two media, one 
being a compressible solid (such as the soils in a marine subbottom) and the other being an 
incompressible medium (such as a fluid layer overlying the compressible solid).  This treatment 
by Scholte, and its further development by Biot (1951), allowed for the application of Rayleigh’s 
and Stoneley’s previous formulations to fluid-solid surface waves termed “Scholte waves” or 
“Stoneley-Scholte” waves.  The Scholte wave was shown to be directly related to shear wave 
velocities and Rayleigh wave velocities in marine sediments via both theoretical and field 
experiments by Stokoe, et. el., (1990) and Wright, et. al., (1991).  Because of these relationships, 
6 
 
and their underwater applicability, the Scholte wave is the surface wave type excited, acquired, 
and analyzed in this thesis in order to determine soil bearing capacity in the marine soils of 
interest.  
 
2.3 Review of Historical Engineering Applications of Surface Wave Methods 
 
A brief understanding of the basic equipment and processing flows for the surface wave 
methods to be discussed in this thesis is needed and are given below:  
 
1) Receivers are deployed to acquire the surface wave signals (geophones on land or 
hydrophones underwater). 
2) A wave generation source is actuated to initiate Rayleigh or Rayleigh-like surface waves 
in the medium being examined. 
3) A data acquisition system is used to record signals from the receivers. 
4) Computer or manual calculations are utilized to graph the resultant surface waves versus 
time and distance records, to develop a dispersion curve, and execute an inversion 
process for the record to develop soil parameters as a function of depth.  Dispersion and 
inversion are discussed below. 
 
Initial surface wave investigative methods were focused on terrestrial applications 
investigating pavements and associated subgrades as well as properties of layered soil strata. 
Later, they were later utilized for subaqueous applications.  The following paragraphs discuss the 
historical evolution of surface wave methodologies. 
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The first attempt at utilizing surface waves as an investigative technique, called the 
Continuous Surface Wave (CSW) method, was developed by Van Poel (1951) and Jones (1955).  
Their CSW tests were simple tests in which a vibrator was set on a paved surface to be used as a 
steady-state, wave-generation source, and a single geophone was placed at progressively farther 
distances away from the source on the pavement to acquire the excited waves. This method was 
focused on capturing the deformation of pavement due to alternating loads as well as the rates of 
propagation of the induced vibrations and their relationships to the elasticity constants of the 
pavement.  This method was improved upon from the 1950s through the early 1980s by advances 
in dispersion and inversion processing theory (discussed below) as well as by advances in 
computing technology to assist in mathematical calculations. 
 The next major advance was the Spectral Analysis of Surface Waves (SASW) method 
initially developed by Heisey, et. al., (1982) and formalized by Nazarian & Stokoe (1985) at the 
University of Texas at Austin.  The focus of this method was to provide an improved process for 
determining elastic moduli of pavement systems and shear wave velocity profiles of soil sites.  
The fundamental aspects of the SASW method that differ from CSW were (1) the use of spectral 
analysis or a frequency-wave number domain versus a time domain representation of wave data; 
(2) an impulsive energy source instead of a steady-state source; and (3) using two receivers 
instead of a single receiver.  Additionally, advances in dispersion analysis and inversion methods 
were utilized to develop shear wave velocity profiles of the soils being studied.  In the SASW 
method, multiple wave records are combined to develop an experimental dispersion curve, which 
is a measure of phase velocity attenuation through a medium with depth or frequency.  An 
inversion process, in which a theoretical dispersion curve is produced for the medium, and an 
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objective function which is typically the root mean square difference between the theoretical and 
experimental dispersion curve, is minimized until acceptable agreement is obtained.  This 
function is then used to match the experimental dispersion curve and the theoretical dispersion 
curve for the medium to create a shear wave velocity profile from which medium layer 
properties are inferred.   
The advantages of the SASW method were that the two-receiver approach allowed for a 
better calculation of phase velocity because of the phase difference and spacing between the 
receivers.  However, the two-receiver SASW method had numerous limitations including the 
influence of higher modes of the Rayleigh wave on the record, near and far field interference 
effects, contamination from reflected and direct surface and body waves, and the time-
consuming necessity to change receiver spacing and location to overcome the above drawbacks. 
  
2.4 Multistation Approaches to Surface Wave Methods 
 
In order to mitigate the SASW limitations, multistation (more than two-receiver) methods 
were developed and are at present being utilized for surface wave-based investigations to 
develop shear wave velocity profiles and other medium properties.  It is important to note that 
the earliest applications of the multistation approach were used to investigate subaqueous soil 
layers.  The earliest implementors of a multistation approach for surface wave applications were 
McMechan & Yedlin (1981) and Gabriels, Snyder, & Nolet (1987).  Although McMechan and 
Yedlin were primarily concerned with dispersive waves and their theoretical wave-field 
transformations, they relied on marine data obtained via multiple receivers for the experimental 
data against which they compared their synthetic or theoretical formulations.  Their experimental 
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data set was a marine dataset, and they discussed Rayleigh-like, or Scholte waves.  Gabriels et al. 
(1987) further extended the use of a multistation approach by utilizing a 24-geophone receiver 
array in tidal flats in the southwest of the Netherlands explicitly to overcome the limitations of 
the SASW approach (specifically to prevent special aliasing and higher mode interference).  The 
formalization of the multistation approach and its definition as a separate, unique surface wave 
method (the method upon which this thesis is based) was the MASW method developed during 
the mid to late 1990s by Park, Miller, & Xia (1999).  Chapter 5 of this thesis provides key 
MASW concepts as well as the method’s applicability to marine soils. 
Although not utilized in this thesis, for completeness, the microtremor/ReMi approaches 
to wave measurements are discussed in the following.  Microtremor/ReMi approaches take 
advantage of the same theory and equipment setup as the MASW method with the difference 
being that passive energy sources are used for wave generation instead of active sources.  Active 
sources are sources that are single, primary means for generating wave energy for a specific data 
acquisition event, and the record for the event is based upon the known active source spacing and 
initial time, or time zero, of the energy generation.  Microtremor/ReMi tests, on the other hand, 
rely on passive sources as their energy/wave generation sources.  These sources are heavy 
vehicle traffic occurring on a nearby roadway, earthquakes, or other means of energy/wave 
generation that are present in the environment without deliberate imparting of energy into the 
soil for the purposes of testing.  The exact space or time functions of these wave sources are 
indeterminate.   
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Chapter 3:  Concepts 
 
This thesis utilizes the linearly elastic nature of soils undergoing small strains to develop 
shear wave velocity profiles of the soils under investigation via the acquisition of seismic surface 
waves with the MASW method.    The developed shear wave profiles are then used to classify 
the soils, are converted to standard penetration test (SPT-N) blow-counts, and other geotechnical 
property values through correlation relationships.  Based upon these correlations, soil bearing 
capacity is determined utilizing procedures outlined in Thompson et al. (2012).   
Prior to discussing MASW methodology and how the method develops shear wave 
velocity profiles in soil, the understanding of several key and related concepts discussed in the 
above paragraph is necessary.  This chapter is broken into the following sections describing these 
concepts:  
 
1) Theories of Elasticity and Shear Wave Velocity: Vs, Gmax 
2) Surface Wave Velocity Relationships:  Vs, VRayleigh, and VScholte 
3) Classification of Soils Based on Shear Wave Velocity (Vs) and the Cone Penetration 
Test (CPT) 
4) Relationship between Shear Wave Velocity (Vs) and Standard Penetration Test (SPT) 
Blow Counts 
5) Geotechnical Property Determination: Peak Friction Angle (φ’p), Relative Density 
(Dr), buoyant unit weight (γb), and Undrained Shear Strength (Su) 
6) Synthesis:  Vs, soil classification, SPT, and geotechnical properties to calculate 
bearing capacity 
11 
 
 
Chapter 4 provides an overview of the MASW methodology used to develop shear wave velocity 
profiles in soil in order to be able to apply the above concepts to determine soil bearing capacity. 
 
3.1 Theories of Elasticity and Shear Wave Velocity: Vs, Gmax 
 
The theory and engineering application of seismic waves for soil investigation is based 
upon the theory of elasticity (Hookean model) and the principles of continuum mechanics.  It is 
not the intent of this thesis to provide an in-depth review of the above-mentioned theories and 
principles but rather to present the applicable relationships between linear elasticity and seismic 
waves in soils.  The reader is referred to excellent publications available such as Bullen (1985) or 
Novotny (1999) for additional information.  Accordingly, the marine soils investigated in this 
thesis are considered homogenous, linear elastic, isotropic, and undergoing small strain dynamic 
cyclic loading.   
Elastic soils are considered fully recoverable, in that, under very small strain level events 
(less than 10-3 percent in magnitude), no permanent deformation occurs, and the soil returns to its 
original state after loading.  Strains imparted on a soil from seismic surface wave events are 
considered very small strain events, and this allows for treating the soil undergoing a seismic 
surface wave load as a linear elastic material (Hamilton, 1971; Luna & Jadi, 2000).   Analyzing 
elastic soils undergoing dynamic, cyclic loading (such as a seismic wave) allows for the 
development of shear stress-strain relationship curves that exhibit hysteresis loops as shown in 
Figure 2.   
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Figure 2.  Generalized shear stress-strain hysteresis loop for elastic soil under cyclic loading 
 
A hysteresis loop tracks the recoverable nature of an elastic soil in that it represents the 
stress-strain history, or path, of a soil as it experiences loading and unloading in a cyclic manner.  
The tangent shear modulus (Gtan), or the local slope of the loop, and secant shear modulus (Gsec), 
or the slope of the line connecting loci of the loop, shown in Figure 2 are two representations of 
the small-strain shear modulus of a soil.  Shear moduli are important properties as they measure 
the resistance to deformation of soils undergoing shear stresses and resultant strains and are 
indicative of the shear stiffness of a soil.  Shear moduli can, in turn, be correlated to soil type and 
strength properties of the soil.   
As soils undergo different small-strain magnitudes under different cyclic loading 
conditions, hysteresis loops for each strain level can be combined to produce a composite stress-
strain hysteresis loop graph as shown in Figure 3.   
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Figure 3.  Composite shear stress-strain hysteresis loops for various strain loading conditions 
 
The loci of the points, or tips, of the hysteresis loops can be combined into a “back bone” 
curve as shown in Figure 4. 
 
Figure 4. “Backbone” modulus reduction shear stress-strain curve 
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The slope of the backbone curve through the origin, identified as the point of zero strain, 
represents the maximum shear modulus of the soil, or Gmax.  With the assumption that the soil is 
a homogenous, isotropic, and linear elastic material, Gmax is important because it allows for the 
application of the relationship between soil shear wave velocity and Gmax developed for shear 
wave propagation in a linear elastic material (Love, 1892) given by: 
 
                                                     𝑉𝑠 =  ට𝐺𝑚𝑎𝑥𝜌                                                              (3.1) 
 
where Gmax is as described and ρ is the soil mass density.  
The relationship between Vs and Gmax is key to surface wave methods, as Vs can be 
derived from Rayleigh and Scholte waves, which are the wave types analyzed during surface 
waves tests in this thesis.  Furthermore, Vs and Gmax are important in classifying soil types and 
their associated ranges of geotechnical properties, as they are both primarily functions of soil 
mass density (ρ), Poisson’s ratio (υ), void ratio (e), and effective stress (σ’) (Wair, DeJong, & 
Shantz, 2012).  Deriving shear wave velocity (Vs) via the MASW method is the basis used to 
determine the bearing capacity of the soils investigated in this report because of its usefulness in 
classifying soil types and their engineering property ranges. 
 
3.2 Surface Wave Velocity Relationships:  Vs, VRayleigh, and VScholte 
 
 Rayleigh surface wave velocities (VRayleigh) and Scholte surface wave velocities (VScholte) 
and their relationship to shear wave velocity (Vs) are the foundational relationships utilized by 
the MASW method.  The acquisition of these surface wave types and their inversions are used to 
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develop shear wave velocity profiles.  Richart, Hall, & Woods (1970) published correlations 
between Vs and VRayleigh and this relationship is given by: 
 
                                                      𝑉ோ௔௬௟௘௜௚௛ = (0.87 → 0.95)𝑉𝑠                                              (3.2) 
 
 The next key relationship used to apply MASW in marine soils is the relationship 
between VRayleigh and VScholte.  As discussed previously, Stokoe et al. (1990) and Wright et al. 
(1991) developed a range in the relationship between VRayleigh and VScholte for marine soils shown 
below: 
 
                                                      𝑉ௌ௖௛௢௟ = (0.87 → 0.99)𝑉ோ௔௬௟௘௜௚௛                                      (3.3) 
 
 
These shear and surface wave relationships and the relationship of Vs to the Gmax of a soil are 
essential in the application of surface wave methods. 
 
3.3 Classification of Soils Based on Shear Wave Velocity (Vs) and the Cone Penetration 
Test (CPT) 
 
 
The Cone Penetration Test (CPT) is an in-situ, geotechnical test used to determine 
relevant geotechnical properties of the soils under investigation.  The basic CPT setup consists of 
a metallic cone installed on the end of a series of rods which are pushed into a soil of interest at a 
constant rate.  Measurements are made of the total pressure acting on the cone tip, termed the 
cone tip resistance [qc (MPa)]. Additionally, a friction sleeve situated above the cone tip allows 
for measurements of total pressure acting on the friction sleeve, which are used to calculate 
sleeve resistance [fs (kPa)] values.  The CPT method utilizes qc and fs as the basis to characterize 
soils and determine their associated geotechnical properties.  Forms of penetration for 
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geotechnical property testing have been in use since the 1930s.  The reader is referred to 
Robertson & Cabal (2015) as well as to ASTM D 5778-07: Standard Test Method for Electronic 
Friction Cone and Piezocone Penetration Testing of Soils for additional history and details of the 
CPT method. 
Robertson (1986) developed the first Soil Behavior Type (SBT) charts that provided for 
the classification of soils utilizing qc and fs.  His pioneering work in this field has been updated 
several times since initial publication, based upon additional field implementation and research, 
in 1990, 2009, 2010, and 2016 (Robertson, 1990; Robertson, 2009; Robertson, 2010; Robertson, 
2016).  Per Robertson (2016), the recommended SBT chart for soil classification using the CPT 
method is provided in Figure 5 below. 
 
Figure 5.  Soil behavioral type (SBT) chart, updated by Robertson (2009).  Reprinted from 
“Cone penetration test (CPT)-based soil behaviour type (SBT) classification system – an 
update,” by P.K. Robertson, 2016, Canadian Geotechnical Journal, 53(12), p. 1910.  Copyright 
(2016) by Canadian Science Publishing.  Reprinted with permission. 
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Although this chart utilizes cone tip resistance (Qtn) and Friction ratio (Fr %) normalized 
for pore water pressure and overburden stress in lieu of qc and fs, Robertson (2016) indicates that 
the chart can be successfully used to classify soils utilizing the basic qc and fs values via 
simplified relationships to estimate Qtn and Fr percentages.  In addition, correspondence with 
Lankelma, Inc., an industry leader in CPT testing both onshore and offshore, indicates that the 
SBT soil classification chart shown in Figure 5 can be used successfully for classifying both 
terrestrial and marine soils (J. Hobbes, personal communication, October 24, 2018). 
 The importance of the CPT method as it relates to this thesis is found in the correlation 
between Vs and CPT, qc, and fs values.  Correlations from Wair, DeJong, & Shantz (2012) are 
utilized to determine CPT-SBT soil classification chart values, qc and fs, as given below: 
 
                                             𝑉௦(𝑚 𝑠⁄ ) = 118.8 log(𝑓௦ ) + 18.5                                                 (3.4) 
                                             𝑉௦(𝑚 𝑠⁄ ) = 32.3 𝑞௖଴.଴଼ଽ𝑓௦଴.ଵଶଵ𝐷଴.ଶଵହ                                              (3.5) 
 
where qc and fs are in MPa and kPa, respectively, and as previously described, and D is depth of 
investigation.  Utilizing the shear wave profiles developed via the MASW method, classification 
of the soils under investigation is accomplished utilizing these formulas and the chart shown in 
Figure 5. 
 
3.4 Relationship between Shear Wave Velocity (Vs) and Standard Penetration Test (SPT) 
Blow Counts 
 
The MASW testing conducted in this thesis utilizes SurfSeis 6.0 software to develop 1-D 
shear wave and SPT blow count profiles.  The SurfSeis software utilizes a Vs and SPT blow 
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count correlation equation developed by Anbazhagan and Sitharam (2008) utilizing 741 
SPT/boring log data pairs taken in India and Japan.  The developed correlation equation is given 
below: 
 
                                              𝑉௦ = 78𝑁ଵ(଺଴)଴.ସ଴                                                         (3.6) 
 
where N1(60) is the SPT blow count corrected for 60% hammer efficiency and overburden stress.   
There are also a variety of other Vs and SPT blow count correlation equations that have 
been developed, specifically as shown in Wair, DeJong, & Shantz (2012), but for the purposes of 
this thesis the Vs and SPT blow count correlation equation (3.6) built into the SurfSeis software 
is utilized.  The need to determine SPT blow counts via Vs is discussed in Section 3.6 of this 
thesis. 
 
3.5 Geotechnical Property Determination:  Peak Effective Friction Angle (ϕ’p), Relative 
Density (Dr), Buoyant Unit Weight (γb), and Undrained Shear Strength (Su) 
 
 
The bearing capacity equations utilized for this thesis require the knowledge of whether 
soils are plastic or granular.  Determination of this is discussed in Section 3.6.  Subsequently, the 
peak effective friction angle (ϕ’p), relative density (Dr), and buoyant unit weight (γb) are needed 
for cohesionless soils, and the undrained shear strength (Su) is needed for cohesive soils.  
Robertson (2009) and Robertson & Cabal (2015) are relied upon herein to determine these 
properties based upon the values of qc and fs derived from the shear wave velocity profiles of the 
soil as described in Section 3.3. 
3.5.1 Peak effective friction angle.  The chart shown in Figure 6 below is utilized to 
determine the peak effective friction angle (ϕ’p).   
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Figure 6.  Peak effective friction angle chart.  Reprinted from “Interpretation of cone 
penetration tests — a unified approach,” by P.K. Robertson, 2009, Canadian Geotechnical 
Journal, 46(11), p. 1337.  Copyright (2009) by Canadian Science Publishing.  Reprinted with 
permission. 
 
 
3.5.2 Relative density.  The correlation equation for relative density (Dr) given by 
Robertson & Cabal (2015) is 
𝐷௥ଶ =
𝑞௖
350
 
                                                                    𝑄௧௡ = 𝑓(𝑞௖)                                                           (3.7) 
 
where Qtn is the normalized cone tip resistance, discussed previously, that can be calculated as a 
function of qc in its simplified form per Robertson (2016). 
 3.5.3 Buoyant unit weight.  The buoyant unit weight (unit weight of saturated soil minus 
the unit weight of water) has a range of values associated with various soil types and is given in 
Table 1 below: 
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Table 1 
Buoyant unit weight of various soil types (lb/ft3) 
 
Soil Type     Min.  Avg.  Max. 
 
Sand; clean / uniform / fine or medium  52   63   73 
 
Silt; uniform / inorganic   51   62   73 
 
Silty Sand   54   67   79 
 
Silty Sand and Gravel   56   74   92    
 
Sandy or Silty Clay   38   62   85 
 
Silty Clay with Gravel; uniform  53   71   89 
 
Clay   31   51   71    
      
 
These values are from NAVFAC Soil Mechanics Design Manual 7.01.  Once soils are 
classified using the chart shown in Figure 5, the average buoyant unit weight value is used in 
bearing capacity calculations for marine sites and similar bulk unit weight tables are used for 
terrestrial sites. 
3.5.4 Undrained shear strength.  Robertson (2009) provides a classification chart to 
determine the undrained shear strength (Su) of plastic soils based upon the undrained shear 
strength ratio, which is given as a ratio of Su to effective vertical stress, σ’vo, as shown in Figure 
7: 
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Figure 7.  Undrained shear strength ratio chart.  Reprinted from “Interpretation of cone 
penetration tests — a unified approach,” by P.K. Robertson, 2009, Canadian Geotechnical 
Journal, 46(11), p. 1337.  Copyright (2009) by Canadian Science Publishing.  Reprinted with 
permission. 
                                                                                                                           
To determine Su, σ’vo is calculated based upon the unit weights and depths of soils under 
investigation, and the ratio from the chart in Figure 7 is applied to calculate Su. 
 
3.6 Synthesis:  Vs, Soil Classification, SPT, and Geotechnical Properties to Calculate 
Bearing Capacity 
 
 
Based on the concepts presented in Sections 3.1 through 3.5, the process flow for 
determining bearing capacity utilizing the MASW method is as follows: 
 
1) Determine shear wave velocity profiles of soils under investigation utilizing MASW 
methodology (discussed in Chapter 4). 
2) Classify soils utilizing CPT-SBT soil classification charts to determine whether soils 
under investigation are plastic or granular. 
3) Utilizing Robertson (2009) and Robertson & Cabal (2015) correlations, determine 
peak effective friction angle (ϕ’p), relative density (Dr), and buoyant unit weight (γb) 
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for granular soils.  Utilize bulk unit weight if on terrestrial sites.  Determine 
undrained shear strength (Su) for plastic soils. 
4) Calculate expected SPT blow count profiles based upon shear wave velocity and SPT 
correlations to confirm soil property ranges given in Thompson (2012) and as a 
comparison to blow count profiles developed by the RPT method and ground truth 
pile driving logs. 
5) Utilize Thompson (2012) bearing capacity formulas to determine load bearing 
capacity of soils. 
 
The sites investigated in this thesis consist of one (1) terrestrial site and two (2) marine 
sites.  These sites are discussed in Chapter 4.  Thompson (2012) is the NAVFAC Handbook for 
Marine Geotechnical Engineering that the USN engineering community utilizes for marine 
engineering and design.  This handbook can be used to determine appropriate pile bearing 
capacity in both terrestrial and marine applications.  It is the primary reference used in order to 
ensure that all bearing capacity calculations conducted in this thesis are in accordance with USN 
standards.  For the sake of brevity, the associated equations used to calculate bearing capacity are 
not included in this thesis.  These equations are based on geotechnical theory and application 
formulated by G.G. Meyerhoff and K.Terghazi, among others, starting in the 1950s and 
continuing through to the present day.  Appendix A includes the flow chart utilized by NAVFAC 
and this thesis to execute pile bearing capacity calculations along with pertinent properties and 
symbology used.  Readers are referred to Thompson (2012) for the detailed calculation steps 
used in determining pile bearing capacity. 
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Chapter 4:  Methods and Data Collection 
 
 This chapter is divided into two sections.  The first discusses the equipment utilized to 
execute the MASW method, and important MASW analysis concepts employed to determine 
shear wave velocity profiles for the soils under investigation (applying the concepts discussed in 
Chapter 3, Sections 3.1 through 3.5).  The second section discusses the sites and field data 
collection investigated in this thesis. 
 
4.1 MASW Methodology 
 
Utilizing the MASW methodology to determine shear wave velocity profiles for a soil 
under investigation falls into three procedural steps: 
 
1) Acquisition of experimental data 
2) Signal processing to obtain an experimental dispersion curve 
3) Inversion processing to estimate site properties 
 
Each of these steps is described in detail in the following sections.  Although the MASW 
method was initially developed by Park, Miller, & Xia (1999) for land-based application, 
Kaufmann, et. al. (2005) and other investigators have successfully applied MASW to a marine 
environment.  
 4.1.1 Data acquisition.  The MASW equipment setup utilized in this thesis for data 
acquisition consists of the following items: 
1) Seismic sources.  The sources of energy used to induce seismic surface waves in the 
soils under investigation for this thesis consisted of 1) a 20-lb sledgehammer and a 
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steel plate for terrestrial sites, and 2) a tubular steel mechanism devised to ignite 
blank, 12-gauge, 126 decibel, shotgun shell cartridges for the marine investigation 
sites.  The sledgehammer is struck against the steel plate for the terrestrial source of 
waves, and a blank, 12-gauge, shotgun shell is fired into the seabed soil for the 
marine source.  The sources are shown in Figure 8 below. 
 
(a)  (b)  
Figure 8.  Seismic sources.  (a) Seismic source for terrestrial sites. (b) Seismic 
source for marine sites. 
 
 
(b) Geophones.  The equipment used to sense and acquire the surface wave signal 
induced by the seismic source for this thesis were OYO Geospace® 4.5 Hz 
geophones for terrestrial sites and OYO Geospace® MP-25 10 Hz hydrophones 
for marine sites.  Twenty-four geophones and twenty-four hydrophones were set 
at 5-meter and 3-meter spacings, respectively, along a common carrier line.    The 
receivers are shown in Figure 9 below. 
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(a)   (b)  
Figure 9.  Receivers.  (a) OYO 4.5 Hz geophones  (b) MP-25 10 Hz hydrophones 
 
(c) Seismograph.  The seismograph used in this thesis for data acquisition was the 
Geometrics® Geode Exploration 24-channel seismograph shown in Figure 10 
below. 
 
Figure 10.  Geode Exploration Seismograph with associated cabling 
 
(d) Seismograph controller and data logging software.  The program utilized to 
control the seismograph software in order to begin test recording, end test 
recording, log, and save acquired seismic trace profiles was the Geometrics® 
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Seismodule Controller software uploaded onto a Panasonic® Toughbook laptop.  
It is shown in Figure 11 below. 
 
 
Figure 11.  Seismodule controller software uploaded onto Panasonic® laptop 
 
A generalized equipment layout of the above MASW components in the field is given in 
Figures 12 and 13 below. 
 
 
Figure 12.  Generalized MASW equipment setup for marine sites 
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Figure 13.  Generalized MASW equipment setup for terrestrial sites 
 
Using the MASW method, the depth of the investigation is controlled by the distance 
from the seismic source to the first receiver (denoted as x1 in Figures 12 & 13) and the spacing 
between receivers (denoted as dx).  Park, Miller, & Miura (2002) published optimum field 
parameters for the MASW field setup based upon desired depth of investigation in order to assist 
MASW field operators.  The desired depth of investigation for this thesis is 65 ft (19.8 m), based 
upon past ELCAS(M) pile embedment depths that have been recorded across a range of soil 
types.  It is assumed that developing allowable bearing capacity profiles to this depth via the 
MASW method is suitable for comparison to the current RPT method of investigation.  The field 
equipment parameters used in this thesis for all testing locations are summarized in Table 2 
below. 
 
Table 2 
MASW Field Setup Parameters 
 
Depth of Investigation Receiver Source Offset (x1) Receiver Spacing (dx) 
  (m)     (Hz)   (m)       (m) 
 
          20 - 30                            4.5/10                       10.0                                3.0/5.0 
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 4.1.2 Dispersion analysis.  Surface wave velocity depends on the material properties of 
the soil through which seismic waves travel.  Surface waves of different frequencies travel at 
different velocities depending on variations in soil heterogeneity.  This phenomenon, i.e. the 
variation in travel velocity through the depth of a soil profile, is known as “dispersion”.  The 
surface wave method takes advantage of this velocity dispersion to identify and characterize the 
soils through which the test wave travels.   
Dispersion analysis for MASW seismic events is accomplished by using the SurfSeis 
software developed by the Kansas Geological Survey.   The SurfSeis software utilizes the phase 
shift method to image and extract dispersion curves for a given seismic record and transforms 
them from offset-time (x:t) domain traces to frequency-phase velocity (f:cw) traces representing 
the dispersion of the surface waves through the soil.  The phase shift method can be broken down 
into the following steps (Park, Miller, & Xia, 1998): 
 
1) Fast Fourier Transform (FFT).  The seismic record acquired by the seismograph is 
represented in the offset (x)– time (t) domain.  Applying FFT to this record allows the 
data to be represented in the offset (x) – frequency (f) domain: 
 𝐹𝐹𝑇 𝑢(𝑥, 𝑡) → 𝑈(𝑥, 𝑓)                     (4.1) 
 
2) Amplitude normalization.  The x-f domain can be represented as a function of both 
the phase (Ph) and amplitude (A) spectrums of the frequency in the same domain. 
   
                                                            𝑈(𝑥, 𝑓) = 𝑃ℎ(𝑥, 𝑓)𝐴(𝑥, 𝑓)                        (4.2) 
 
The phase spectrum can be related to a phi (Ø) value and the equation is thus recast as      
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                𝑈(𝑥, 𝑓) =  𝑒ି௜Ø௫𝐴(𝑥, 𝑓)                                                (4.3) 
 
where Ø = f/ cw, cw = phase velocity for frequency, f. 
3) An integral transformation is performed on U(x, f) to transform it to a V(f, φ) 
representation of the wavefield.  The φ value redefines Ø as the maximum value of Ø 
over a summation of various frequencies of the given wave fields, in lieu of a single 
frequency, and replaces Ø in the formula (i.e., φ = f / cw).  For the values of φ where these 
maximums occur, the phase velocity (cw) can be determined for a given frequency (f), 
and a new wavefield representing these peak φ/phase velocities is transformed into a 
frequency-phase velocity domain, I(f, cw) and then plotted.  This plotted I(f, cw) domain 
now represents the dispersion of the surface waves through the medium at various 
frequencies and phase velocities (speeds at which the frequencies disperse).  A 
generalized graphical representation of the results of the dispersion analysis is given in 
Figure 14 below. 
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(a) (b)  
Figure 14. Seismic Record & Dispersion Curve.  (a) Typical seismic record acquired from 
seismograph.  (b) Dispersion curve of phase velocity versus frequency after dispersion analysis.  
Reprinted from Kansas Geological Survey, Retrieved October 25, 2018, from 
http://www.kgs.ku.edu. Copyright 2018 by Kansas Geological Survey.  Reprinted with 
permission. 
  
4.1.3 Inversion.  Inversion modelling can, in general, be described as a process whereby 
the known results of an experiment are utilized to provide an estimate of causes for those results.  
Conversely, a forward model is one in which results are estimated based upon the known causes 
in the experimental setup.  As applied to the MASW method, the SurfSeis software utilizes a 
forward modeling approach to solve the inverse problem of determining a shear wave velocity 
profile of a soil site in a process developed by Xia, Miller, & Park (1999).  The general 
forward/inversion process utilized in SurfSeis is as follows: 
 
1) Develop a theoretical forward earth model based upon assumed densities (ρ), 
compressional wave velocities (Vp), shear wave velocities (Vs), Poisson’s ratio (ν), 
and thickness of layers (h). 
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2) Utilizing Knopoff’s method (Schwab & Knopoff, 1972), develop a theoretical 
dispersion curve based upon the assumed properties.  Xia, Miller, & Park (1999) 
determined that Vs is the dominant property affecting changes in dispersion of 
surface waves, and it is the one property that is adjusted throughout the inversion 
process while the other properties listed above are held constant. 
3) Compare the theoretical dispersion curve to the experimental dispersion curve 
developed from the actual field data/surface wave measurements at the soil site.  A 
root mean square (RMS) function calculates the deviation between the calculated 
theoretical dispersion curve and acquired experimental dispersion curve. 
4) If the RMS value is above the error threshold built into the SurfSeis software, the Vs 
values in the theoretical model are automatically adjusted, and a new theoretical 
dispersion curve is developed. 
5) This process continues until the RMS error falls within acceptable limits, and the final 
forward model is considered to be the solution to the inverse problem.  The associated 
Vs profile of the final forward model is then presented as the actual Vs profile for the 
soil site. 
6) Based upon the final Vs profile, the final Vp, density, layer thickness, and Poisson’s 
ratios for the site are also updated based upon correlation equations between Vs and 
these properties.  These correlations are given in the equations below and are the 
result of treating the soils under investigation as linear elastic: 
 
                                           ௏ು
మ
௏ೞమ
ଶ(ଵି ఔ)
(ଵିଶఔ)
                                                      (4.4) 
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                                                           𝑉𝑠 =  ටீ೘ೌೣఘ                                                            (4.5) 
 
where ‘ν’ is Poisson’s ratio, ‘ρ’ is density, and Gmax is as previously discussed. 
The SurfSeis software allows for the inversion of Rayleigh surface waves and Scholte 
surface waves based upon the site of investigation.  Scholte surface waves are inverted based 
upon water depths at the sites of investigation, which are input into the software by the user.  All 
other inversion steps for Scholte surface waves are the same as for Rayleigh surface waves and 
as discussed above.   
To accurately constrain the assumed initial forward model for the SurfSeis inversion 
process, initial values of bulk or buoyant unit weight, Vp, and Poisson’s ratio must be input into 
the forward earth model.  It is important to note that Xia, Miller, & Park (1999) indicate that 
variances of 25% or less in density and Vp have minimal effects on the inversion process. 
Furthermore, the inversion process is not highly sensitive to initial thickness of layers (h).  The 
model initially begins with a 10-layer model of assumed thicknesses.  Although the sensitivity of 
the inversion process to density, Vp, Poisson’s ratio, and layer thickness is low, the properties 
are constrained by utilizing accurate published values and correlations.  The method used to 
determine initial densities, Vp, and Poisson’s ratios for terrestrial and marine sites is given 
below: 
 
1) Terrestrial sites:  The SurfSeis software assumes initial Poisson’s ratio for terrestrial 
sites to be 0.40.  Based upon elastic correlations between Poisson’s ratio, Vp, and Vs, 
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an assumed Vp profile is calculated for the soil site.  Initial density is then calculated 
using Gardner’s equation (Gardner, Gardner, & Gregory, 1974), shown below: 
 
                                             𝜌(𝑔/𝑐𝑚ଷ) = 0.23𝑉𝑝଴.ଶହ                                             (4.6) 
 
Poisson’s ratio, density, and Vp are then updated at the end of the inversion process 
based upon the final Vs profile that is developed. 
2) Marine sites:  Average Poisson’s ratio, buoyant density, and Vp values across all 
marine soil types was used in the marine site analysis as summarized in Hamilton 
(1971).  Effort was made to ensure that the average values used in the model stayed 
within the 25% threshold for accuracy of the individual values for sand, silt, and clay.  
Table 3 below indicates the initial assumed values that were used in the forward 
model for marine site inversion purposes: 
 
Table 3 
Assumed Forward Model Values 
 
Vp     Density   Poisson’s Ratio (υ)  
           (m/s)      (g/cm3)            (non-dimensional) 
 
           1644                                 1.72                      0.48 
       
 
Assuming these initial forward model values, the final Vs profile developed by the 
SurfSeis inversion process for terrestrial and marine sites was used to calculate soil bearing 
capacity using the soil property correlations as discussed in Chapter 4. 
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4.2 Data Collection 
 
 The data collection component of this thesis consisted of conducting the MASW method 
at the same locations where existing RPT method investigations were conducted in early 2018.  
1-D shear wave profiles were developed at each RPT site utilizing the MASW method.  Chapters 
5 and 6 present and discuss the results of this data collection, and the accuracy of MASW in 
predicting bearing capacity and SPT blow counts as compared with the RPT method based upon 
pile driving records available for the sites.  
 Three RPT method investigations were executed in Virginia Beach, Virginia at Joint 
Expeditionary Base Little Creek-Fort Story on 28 February 2018, and 6 March 2018.  The 
locations of the RPT investigations are shown in Figure 15. 
 
 
Figure 15.  RPT Test Locations.  (a) RPT #1:  36°55'37.5"N 76°09'53.1"W (onshore).  (b) RPT 
#2: 36°55'38.1"N 76°09'53.0"W (surf zone). (c) RPT #3: 36°55'38.5"N 76°09'52.4"W (offshore) 
 
Soils in this area have been classified as primarily clean sands (SW/SP) at surface level 
transitioning to sands with fines (SM/SC) and marine shell fragments at depth. 
(a) RPT #1 
(b) RPT #2 (c) RPT #3 
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 The MASW method was conducted at each RPT location on November 5th and 6th, 2018.  
The MASW geophone and hydrophone strings were centered over the coordinates of each of the 
RPT locations in order to develop 1-D shear wave profiles at the precise locations of RPT 
testing.   One day was dedicated to the terrestrial RPT site and one day was dedicated to the 
marine RPT sites.  The typical collection schedule for each day consisted of seismic record 
acquisition from dawn until noon, and seismic record analysis from noon until evening time.  
MASW data collection at these sites is summarized below: 
 
1) MASW Site #1:  The MASW method at RPT Site #1 was conducted on November 5, 
2018.  MASW Site #1 was the only onshore RPT location where MASW was 
executed.  Layout of MASW field setup at MASW Site #1 is provided in Figure 16. 
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Figure 16.  MASW setup at MASW Site #1 
 
2) MASW Site #2: The MASW method at RPT Site #2 was conducted on November 6, 
2018.  High tides occurred at 5:29 AM and 5:46 PM.  Low tide occurred at 11:48 
AM. Water depth in the surf zone ranged from 0 cm to 15 cm.  Layout of MASW 
field setup at MASW Site #2 is provided in Figure 17. 
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Figure 17.  MASW setup at MASW Site #2   
 
3) MASW Site #3: MASW method at RPT Site #3 was conducted on November 6, 
2018.  MASW Site #3 was located 10 meters offshore from MASW Site #2 in water 1 
meter in depth.  Layout of MASW field setup at MASW Site #3 is provided in Figure 
18. 
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Figure 18.  MASW setup at MASW Site #3 with seismograph in foreground 
 
The results of the seismic record acquisition and analysis for each MASW site are presented in 
Chapter 5. 
 
 
 
 
Red lines denote 
location of 
hydrophone string 
on seabottom 
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Chapter 5:  Results 
 
 The results for this chapter are presented in sections for each respective RPT and MASW 
test site.  The predicted soil type, blow count, and bearing capacity determined via the MASW 
method is compared with these values predicted by the RPT method.  The values for each 
respective method are then compared with the pile driving logs available for each of these sites 
to determine the accuracy of the RPT and MASW methods in predicting actual field conditions.  
It must be noted that the pile driving logs only calculate blow count per foot and do not show a 
bearing capacity value.  Per NAVFAC instructions, appropriate pile bearing capacity of 100 tons 
is expected when a blow count of 37 blows per foot is achieved.  Therefore, the pile driving logs 
for these sites only provide data on the depth at which 37 blows per foot was achieved.  This 
method of solely meeting the required blow counts per foot is an expedient means for USN field 
operators to determine that acceptable pile bearing capacity depth has been met when erecting 
the ELCAS(M).  The pile driving logs are provided in Appendix B. 
 
5.1 RPT/MASW Site #1 – Onshore 
 
 The calculations used to determine soil type, blow count, and bearing capacity for this 
site via the MASW and RPT methods are provided in Appendix C.  The following section 
presents only the results of these calculations. 
The seismic record, dispersion curve, and final Vs profile determined by the MASW 
method for Site #1are provided in Figure 19 below. 
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(a)  
(b)  
(c)  
Figure 19. MASW results for RPT/MASW Site #1.  (a) Seismic record (b) Dispersion Curve  
(c) Vs profile with depth 
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Analysis of this data by the SurfSeis software indicated that the overall quality of the 
seismic input data was excellent, the risk of contamination from higher modes was low, and that 
the overall signal-to-noise ratio was excellent.  Comparison results are given in Table 4 below.  
Bearing capacity was calculated based on granular soils. 
 
Table 4 
RPT/MASW Site #1:  MASW, RPT, and pile driving log comparison 
 
                    Percent accuracy of  
           depth @ 37 blows/ft 
            Depth @     Bearing Capacity  as compared to pile  
   Investigation     Soil Type      37 blows/ft  @ 37 blow/ft depth      driving log                                            
      Method       (USCS)             (ft)             (tons)         (abs│%│)   
 
      MASW        SC/SM, ML             63.4                              404             ~25% 
  
        RPT                 SM                     36.0    90             ~31% 
 
Pile Driving Log      ---                      51.8               ---                           ---   
       
 
5.2 RPT/MASW Site #2 – Surfzone 
 
 The calculations used to determine soil type, blow count, and bearing capacity for this 
site via the MASW and RPT methods are provided in Appendix D.  The following section 
presents only the results of these calculations. 
The seismic record, dispersion curve, and final Vs profile determined by the MASW 
method for Site #2 are provided in Figure 20 below. 
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(a)  
(b)  
(c)  
Figure 20. MASW results for RPT/MASW Site #2.  (a) Seismic record (b) Dispersion Curve  
(c) Vs profile with depth 
43 
 
Analysis of this data by the SurfSeis software indicated that the overall quality of the 
seismic input data was excellent and the risk of contamination from higher modes was low but 
that the overall signal-to-noise ratio was poor.  Performing the dispersion and inversion analysis 
of the data at this location was problematic as there was very little trace or dispersive energy 
identified for the analysis.  As such, it was determined that the data for this location was invalid, 
but an inversion analysis was still performed.  Comparison results are given in Table 5 below.  
Bearing capacity was calculated based on granular soils. 
 
Table 5 
RPT/MASW Site #2:  MASW, RPT, and pile driving log comparison 
 
                    Percent accuracy of  
           depth @ 37 blows/ft 
            Depth @     Bearing Capacity  as compared to pile  
   Investigation     Soil Type      37 blows/ft  @ 37 blow/ft depth      driving log                                            
      Method       (USCS)             (ft)             (tons)         (abs│%│)   
 
      MASW         SC/SM, ML            16.8                              178             ~68% 
  
        RPT                 SM                     18.0   120             ~65% 
 
Pile Driving Log      ---                      51.8               ---                           ---   
       
 
5.3 RPT/MASW Site #3 – Offshore 
 
 The calculations used to determine soil type, blow count, and bearing capacity for this 
site via the MASW and RPT methods are provided in Appendix E.  The following section 
presents only the results of these calculations. 
The seismic record, dispersion curve, and final Vs profile determined by the MASW 
method for Site #3 are provided in Figure 21 below. 
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(a)  
(b)  
(c)  
Figure 21. MASW results for RPT/MASW Site #3.  (a) Seismic record (b) Dispersion Curve 
(c) Vs profile with depth 
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Analysis of this data by the SurfSeis software indicated that the overall quality of the 
seismic input data was poor, the risk of contamination from higher modes was high, and that the 
overall signal-to-noise ratio was poor.  Performing the dispersion and inversion analysis of the 
data at this location was problematic as the seismic signal was so poor, and there was very little 
trace or dispersive energy identified for the analysis.  Furthermore, the SurfSeis software was 
unable to detect a surface wave trend in the data.  As such, it was determined that the data for 
this location was invalid, but an inversion analysis was still performed.  Inversion produced 
unrealistic values for Vs velocities and SPT-N blow counts.  Comparison results are given in 
Table 6 below.  Bearing capacity was calculated based on granular soils. 
 
Table 6 
RPT/MASW Site #3:  MASW, RPT, and pile driving log comparison 
 
                    Percent accuracy of  
           depth @ 37 blows/ft 
            Depth @     Bearing Capacity  as compared to pile  
   Investigation     Soil Type      37 blows/ft  @ 37 blow/ft depth      driving log                                            
      Method       (USCS)             (ft)             (tons)         (abs│%│)   
 
      MASW          SC/SM/ML            6.10                              177             ~88% 
                             (assumed) 
  
        RPT                 SM                     34.0   100             ~34% 
 
Pile Driving Log      ---                      51.8               ---                           ---   
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Chapter 6:  Discussion 
 
 Each RPT/MASW site is discussed individually in the following chapter.  The accuracy 
of the MASW method in determining pertinent site properties versus the RPT method, 
commentary on the field work and equipment deployment, and recommendations for future 
improvement are included in the discussion for each test site. 
 
6.1 RPT/MASW Site #1 – Onshore 
 
 Confidence in the validity of results of the MASW method was the greatest at Site #1.  
The seismic record for this site represents a clear transmission of the surface wave form and 
energy through the soil strata and the initial analysis of the data by the SurfSeis software 
indicated that the data quality was good.  (See Figure 19).  The seismic record allowed the 
SurfSeis software to produce a dispersion curve that was unambiguous in its dispersive trend.  
This allowed for a confident selection of the fundamental mode of dispersion that was used for 
inversion processing.   The soil classification, developed shear wave velocity profile, derived 
blow count profile, and calculated bearing capacity for this site were realistic and as expected of 
a predominantly sandy profile based upon comparison of published blow count and shear wave 
velocity values for sandy profiles.  The MASW method was slightly more accurate than the RPT 
method in predicting the depth at which 37 blows/foot would be realized based upon the pile 
driving logs from the site.  Furthermore, the MASW method predicted a more than acceptable 
400-ton soil bearing capacity at the predicted 37 blows/foot depth, whereas the RPT method 
predicted a less than acceptable bearing capacity at its predicted depth of 37 blows/foot.  There 
were no difficulties in deploying the field equipment for the onshore site or other items of note in 
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the physical setup.  Based upon these results, it is my opinion that the MASW method can be 
used as a reliable means for soil classification, predicting blow counts, and determining 
acceptable soil bearing capacity for ELCAS(M) pile driving at terrestrial locations. 
 Although there was some confidence in the results of the MASW method at Site #1, 
several recommendations for future study, specific to Site #1/terrestrial sites, are given below: 
 
1) Conduct the MASW method at several additional terrestrial sites to build a larger data 
set and repository of MASW and RPT comparisons. 
2) Increase the amount of “stacking” during seismic surface wave acquisition.   Stacking 
is a function in the acquisition software that allows for multiple active impacts to be 
“added” together to create one seismic record.  Stacking allows the software to focus 
its data acquisition on only those waves detected due to an active impact and remove 
extraneous, non-related passive waves and energy sources that have the potential to 
contaminate the record.  For MASW Site #1, three hammer strike impacts were 
executed to create one seismic record.   It is suggested that this be increased to at least 
10 hammer strike impacts. 
3) Optimize source and receiver spacing in order to develop higher quality dispersion 
curves.  Due to time constraints on using the MASW equipment, seismic records 
were acquired at only the recommended source and receiver spacing given by Park, 
Miller, & Miura (2002). Their paper goes on to further recommend that spacing 
should be optimized based upon specific field conditions and that the ability to 
acquire seismic data over a range of different spacing distances adds to the robustness 
of analysis.  Furthermore, additional functions within the SurfSeis software allow the 
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user to input a variety of seismic records based upon a variety of spacing distances, 
and the software developers recommend that this be done to enhance the accuracy of 
the analysis. 
 
6.2 RPT/MASW Site #2 – Surfzone 
 
 Confidence in the accuracy of results of the MASW method at Site #2 was low.  The 
seismic record for this site represents an unclear transmission or representation of the surface 
wave form and energy through the soil strata, and it was subject to contamination by outside 
signals and noise.  (See Figure 20).  Although the initial analysis of the data by the SurfSeis 
software indicated that the data quality was good, subsequent issues arose in processing due to 
the poor signal-to-noise ratio.  This confirms initial concerns with the “noisy” seismic record in 
that the processing software had difficulty in identifying and performing dispersion and inversion 
for the surface wave signal because of competing signals and energy in the record.  Although the 
software allowed processing to be carried out, there was very low confidence in the selection of 
the fundamental mode of dispersion that was used for inversion processing.   Accordingly, the 
soil classification, developed shear wave velocity profile, derived blow count profile, and 
calculated bearing capacity for this site determined via the MASW method were considered 
unrealistic and not useful for comparison to the RPT method and pile driving logs.   
 There were several issues that arose when attempting to execute the MASW method at 
Site #2.  These issues are listed below: 
 
1) The seismic source intended for the marine sites did not actuate properly underwater.  
Therefore, the marine seismic source was not used, and the hammer and plate method 
49 
 
used for the terrestrial sites was implemented at Site #2.  Accordingly, a very low 
amount of energy was imparted into the soil by the hammer and plate method because 
of an inability to get a full swing with the hammer through the shallow water column 
and onto the plate.  This presented a problem for data acquisition in that a full-form or 
fully developed surface wave could not be produced because of the insufficient strike 
on the plate.  This is confirmed in the seismic record presented in Figure 20 in that 
the only clear energy trace acquired by the hydrophones was the result of the water 
wave action and energy in the surfzone and not the hammer strike. 
2) As mentioned above, the water wave action in the surfzone dominated the seismic 
record making it difficult to clearly separate and identify the wave energy of the water 
wave action and wave energy of the seismic surface wave. 
3) It was not possible to keep the hydrophone string in a straight line.  As can be seen in 
Figure 22 below, wave action in the surfzone forced the hydrophone string into a 
sinusoidal shape as opposed to the desired straight-line configuration. 
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Figure 22.  Hydrophone string in sinusoidal configuration in surfzone 
 
For accurate data acquisition, the MASW method requires that receivers used for 
acquisition are placed in a straight line away from the source so that signals can be 
acquired along a common, orthogonal transit.  If the receivers are offset from a 
straight transit line, the time of signal acquisition is affected as the wave signal isn’t 
travelling sequentially and straight down the line with known receiver offsets, but 
rather is received at varying times at various offsets depending upon where the 
receivers are located.  This affects the processing of the signal as the analysis 
software assumes a straight-line geometry with known offsets between receivers to 
accurately calculate phase velocity and frequency dispersion.  The lack of straight-
line configuration during the testing at Site #2 further affected the quality of data 
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acquired.  Although weights were placed at intervals along the hydrophone carrier 
line, they were not sufficient to maintain a straight-line configuration. 
 
The combination of the issues stated above contributed to the poor seismic record 
acquired at Site #2.  As will be discussed below, similar issues contributed to the poor seismic 
record acquired at Site #3.  The final section of this chapter discusses testing that was completed 
at UNF after the field visit to Virginia Beach, VA, in an attempt to mitigate these issues. 
 
6.3 RPT/MASW Site #3 – Offshore 
 
Confidence in the accuracy of results of the MASW method at Site #3 was low.  The 
seismic record for this site represents an unclear transmission or representation of the surface 
wave form and energy through the soil strata, and it was subject to contamination by outside 
signals and noise.  (See Figure 21).  A quick field check of the seismic record was supported by 
the analysis that was done by the SurfSeis software which indicated that the data quality was 
determined to be poor, the risk of contamination from higher modes was determined to be high, 
and the signal-to-noise ratio for the record was assessed to be poor.  Furthermore, the SurfSeis 
software was unable to detect a significant surface wave trace signal and indicated that any 
subsequent processing would not be a significant representation of the site.  Although the 
software allowed inversion processing to continue, there was very low confidence in the 
selection of the fundamental mode of dispersion that was used for processing.  Accordingly, the 
soil classification, developed shear wave velocity profile, derived blow count profile, and 
calculated bearing capacity for this site determined via the MASW method were considered 
unrealistic and not useful for comparison to the RPT method and pile driving logs.   
52 
 
 There were several issues that arose when attempting to execute the MASW method at 
Site #3 that are very similar to those incurred at Site #2.  These issues are listed below: 
 
1) The seismic source intended for the marine sites did not actuate properly underwater, 
and the hammer and plate method used for the terrestrial sites was implemented at 
Site #3.  Accordingly, a very low amount of energy was imparted into the soil by the 
hammer and plate method due to the inability to fully swing the hammer onto the 
plate.  In fact, striking of the plate at Site #3 was only possible by a vertical lifting 
and then downward impact of the hammer onto the plate by forcing the hammer down 
through the 1 meter of water depth.  This presented a problem similar to the one 
encountered at Site #2 in data acquisition in that a very insignificant amount of force 
and energy were actually imparted into the marine soils at Site #3. 
2) Like Site #2, a current flow of incoming and outgoing waves in the offshore location 
dominated the seismic record making it difficult to clearly separate and identify 
current wave energy and seismic surface wave energy. Although the water current 
interference was less severe at Site #3, the seismic record still exhibits a clear pattern 
of outside signal and energy sources contaminating the record. 
3) It was not possible to keep the hydrophone string in a straight line at Site #3.  
Although there was not as severe of a curvature of the hydrophone string as that at 
Site #2, the under current present at Site #3 still forced the hydrophone string into a 
sinusoidal shape. 
  
A combination of the above issues contributed to the poor seismic record acquired at Site #3.   
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6.4 Summary of MASW Results at Site #1, Site #2, & Site #3 
 
Utilizing the MASW method as a replacement for the RPT at terrestrial sites appears to 
be a reliable means to determine soil type, expected blow count, and expected bearing capacity.  
In the single site tested for this thesis, the MASW method provided a more accurate 
determination of the above parameters than the RPT.  Furthermore, less equipment is needed to 
execute the MASW method, and the equipment requires less manpower and maintenance to set 
up and execute the method.  Although use of the MASW method at terrestrial sites initially has 
been shown to be a reliable replacement for the RPT, additional testing and optimization of field 
setup, consideration of acquisition parameters, and increased familiarity with the method would 
increase confidence in relying on the MASW method in place of the RPT for terrestrial sites. 
Utilizing the MASW method as a replacement for the RPT at marine sites currently is not 
a reliable means to determine soil type, expected blow count, and expected bearing capacity with 
confidence.  There are significant problematic issues facing the implementation of MASW 
underwater as discussed in Sections 6.2 and 6.3 in this chapter.  These are related specifically to 
the field setup and execution of data acquisition in a marine environment.  The MASW method 
has been successfully executed underwater by previous authors (Kaufman, et. al., 2005), so it 
was concerning that it was not successful for this thesis.  The problematic issues experienced 
with underwater implementation for this thesis can be grouped into the following categories: 
 
1) Utilizing a seismic source with sufficient energy to excite seismic surface waves of 
appropriate frequency and magnitude. 
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2) Reducing or overcoming the effect of passive background noise, signals, and energy 
in order to isolate the energy of the seismic surface waves for analysis. 
3) Keeping the receiver string in a straight, common transit line. 
 
In order to investigate whether overcoming these issues could produce a more reliable 
seismic record, field testing of the MASW method’s hydrophones, both on land and underwater, 
was executed at the University of North Florida (UNF) in Jacksonville, FL, on 09 November 
2018.  This testing was completed as a follow-up to the testing conducted in Virginia Beach, VA, 
on 05-06 November 2018.  The focus of this testing was: 
 
1) Focus #1:  To determine whether hydrophones oriented in a straight transit line on 
land could produce a reliable seismic record.   
2) Focus #2:  To determine whether hydrophones oriented in a straight transit line 
underwater, in still water conditions with little or no background noise or energy due 
to wave or current action, could produce a reliable seismic record. 
 
The seismic record from the results of Focus #1 MASW testing compared with the 
seismic record for RPT/MASW Site #2 is shown in Figure 23 below. 
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(a) (b)  
Figure 23.  Comparison of seismic records. (a) Hydrophones on land UNF, Focus #1.  (b) 
Hydrophones in surfzone, RPT/MASW Site #2 
 
 
The seismic record from Focus #1 testing was compared to the seismic record for 
RPT/MASW Site #2 since the hydrophones for RPT/MASW Site #2 were at times exposed to air 
and were not underwater and thus comparable to the exposed/on land hydrophone setup for 
Focus #1.  From visual inspection, the seismic record for Focus #1 shows a clear transmission of 
the seismic surface wave through the soil.  Although not presented in this thesis, the dispersion 
and inversion of the seismic record for Focus #1 was successful and was indicated to be of high 
quality, low contamination, and with an excellent signal-to-noise ratio by the SurfSeis software.  
The comparison of the seismic record for Focus #1 to the record of RPT/MASW Site #2 
indicates the following: 
 
1) Keeping the receiver string in a straight-line assists in the quality of the seismic 
record. 
2) A strong seismic source is essential for producing a high resolution, good quality 
record.  The seismic source for Focus #1 was a hammer strike on a metal plate.  (That 
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was the common method for terrestrial sites in this thesis).  The seismic record for 
Focus #1 shows that, if a sufficient amount of energy is imparted into the soil, a 
distinctive seismic signature can be recognized. 
3) The environment in which Focus #1 testing was conducted contained very little 
passive or background noise or energy that could contaminate the record.  A means to 
mitigate this background noise is needed in a marine or surfzone environment like 
RPT/MASW Site #2 for an effective seismic record to be produced.  Potential 
mitigations to accomplish this are: 
a. Using a seismic source with a very high energy output that can “dominate” the 
seismic record.  When used in conjunction with stacking, this would allow the 
acquisition software to better recognize and process the seismic surface wave 
energy and “window” out the background noise. 
b. Executing the marine MASW method at multiple source offset and receiver 
distances to allow the SurfSeis software to better process and recognize the 
contribution of seismic surface wave energy to a seismic record from multiple 
records and reduce the contribution of background noise in the processing 
steps. 
c. Utilize frequency filtering options or techniques during post-acquisition 
analysis  
 
Additionally, Focus #2 produced an underwater seismic record for subaqueous soils in a 
large lake on the UNF campus.  The seismic record from the results of Focus #2 MASW testing 
is shown in Figure 24 below compared to the seismic record for RPT/MASW Site #3. 
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(a) (b)  
Figure 24.  Comparison of seismic records. (a) Hydrophones underwater UNF, Focus #2.  (b) 
Hydrophones offshore, RPT/MASW Site #3. 
 
The seismic record from Focus #2 testing was compared with the seismic record for 
RPT/MASW Site #3 since both tests were executed underwater.  From visual inspection, the 
seismic record for Focus #2 shows a clear transmission of the seismic surface wave through the 
subaqueous soil.  Although not presented in this thesis, the dispersion and inversion of the 
seismic record for Focus #2 was successful and was indicated to be of high quality, low 
contamination, and with an excellent signal-to-noise ratio by the SurfSeis software.  A 
comparison of the seismic record for Focus #2 with the record of RPT/MASW Site #3 indicates 
the following: 
 
1) Utilizing hydrophones underwater can successfully produce a high-resolution seismic 
record. 
2) The orientation of the receiver string in a straight-line assists in the quality of the 
seismic record. 
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3) As in Focus #1, a strong seismic source is essential for producing a high 
resolution/quality record.  The seismic source for Focus #2 was a hammer strike on a 
metal plate 6-inches into the waterline of the lake on the UNF campus in 2-inches of 
water depth.  It is necessary that an underwater seismic source produces at least as 
much energy as a 20-lb hammer strike on a metal plate. 
4) The lake in which Focus #2 testing was conducted contained very little passive or 
background noise/energy, and the water in the lake was quiescent.  This further 
reinforces the need to mitigate background noise in a marine or offshore environment, 
like that of RPT/MASW Site #3, in order for an effective seismic record to be 
produced.  Potential mitigations to accomplish this are similar to the mitigations 
discussed above for Focus #1.  
 
6.5 Recommendations for Improving System 
 
 The results from Focus #1 and Focus #2 testing were encouraging in that they showed 
that high-resolution seismic records can be produced underwater and that these records can be 
successfully processed to classify soils, predict blow counts, and estimate bearing capacity.  
Immediate MASW equipment and field setup improvements can be made and are recommended 
below: 
 
1) Develop/procure an underwater seismic source that is reliable and whose associated 
seismic energy production underwater is greater than the seismic energy production 
associated with a 20-lb hammer strike on a metal plate on land. 
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2) Develop/procure a hydrophone string/streamer that is flexible enough to be 
transported but can also be made rigid enough during testing to allow for straight-line 
acquisition of seismic surveys underwater. 
 
Outside of the desire for greater accuracy in soil property prediction, one of the driving 
factors in researching the MASW method as a potential replacement for the RPT was the desire 
to reduce the labor and equipment requirements needed to determine appropriate soil bearing 
capacity for ELCAS(M) erection.     
The RPT method requires the equipment listed in Figure 25 below: 
 
Figure 25.  RPT equipment list 
 
 
Also, not listed above, a hydraulic power unit (HPU) is required to drive the hydraulic breaker, 
or driver, for the steel rods used in RPT testing.  This unit is outside of the base RPT equipment 
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list due to the HPU being used for other diving operations and not solely for the RPT.  This unit 
is shown in Figure 26 below. 
 
Figure 26.  Hydraulic power unit used for RPT operations 
 
The total combined weight of all items required for the RPT is greater than a thousand 
pounds, and the equipment requires at least one operator to transport and operate the hydraulic 
breaker unit and two operators to set up and execute the RPT testing.  Additionally, when the 
RPT is conducted offshore, a transport craft and shipboard personnel are required to execute the 
method.  Lastly, the HPU and other associated RPT equipment all require routine inspection and 
maintenance to ensure that the equipment are in a ready-to-use condition. 
 In comparison, the equipment needed for the MASW method (as discussed in Chapter 5) 
is given below: 
 
1) Hydrophone or geophone string (90 lbs) 
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2) Seismograph and associated cabling (50 lbs) 
3) Seismic source, either terrestrial or marine (20 lbs) 
4) Acquisition laptop and analysis software (10 lbs) 
5) Battery power supply (40 lbs) 
 
From solely a weight aspect, the equipment needed for the MASW method is much lighter and 
can be easily transported in two (2) 0.61 m x 0.61 m x 0.91 m Pelican cases and a backpack.  
These items can be transported in a personal vehicle versus the specialized transport truck and 
transport containers needed for the RPT equipment.  The MASW method only requires two (2) 
operators to successfully transport the equipment and execute the testing.  When common 
variables such as transport craft, shipboard personnel, and SCUBA diving equipment are 
factored in, executing the MASW method either on land or offshore is immensely more efficient 
from a labor and equipment standpoint.   
Once the above immediate improvements are made, a direct comparison between the 
equipment and labor requirements of the RPT method and MASW method can be made and are 
shown in Table 7. 
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Table 7 
MASW and RPT base system cost, labor, and field setup comparison 
 
                      Total System     Time to setup and execute 
   Investigation                Cost                      Labor Required       test at one location                                            
      Method                   ($)                      (# of personnel)                  (hrs.)  
 
      MASW                  $50,000                              2        1.0 
  
        RPT                     $40,000                        6        2.5 
                                (Does not include  
                                yearly maint. costs) 
                                         
 
The base system cost is slightly higher for the MASW method than the RPT method but 
the MASW method does not require an approximately $1,000 in yearly maintenance costs that 
the RPT method requires.  As such, it is assumed that the long-term cost for the RPT method is 
similar to the long-term cost of the MASW method.  Based upon this comparison, the MASW 
method is competitive cost-wise with the RPT method and is more efficient from both the labor-
required and time to execute field setup and testing standpoints. 
 
6.6 Recommendations for Future Research 
 
Based upon the confidence gained from the RPT/MASW Site #1 testing conducted on 
land, once the issues with executing the MASW method underwater are mitigated, and once 
additional field testing is executed and experience is accumulated, the MASW method has a 
strong potential to be used as a replacement for the RPT method both from an accuracy in soil 
property determination, as well as labor and equipment efficiency standpoints.  In order to reach 
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the level of confidence needed to replace the RPT with the MASW method, the following areas 
for future research are recommended: 
 
1) Execute a series of MASW tests, RPT tests, and pile driving with supporting boring 
logs at the same location for a variety of sites with varying soil conditions for 
comparison. 
2) Perform further research on measures to mitigate background noise associated with 
water waves and underwater currents to ensure that high resolution seismic records 
clearly capturing the seismic surface wave trace can be produced. 
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Chapter 7: Conclusions 
 
 This thesis utilized shear wave velocity profiles developed via the Multichannel Analysis 
of Surface Waves (MASW) method to ascertain relevant engineering properties of the terrestrial 
and marine soils of interest via correlations with the Cone Penetration Test (CPT) method of soil 
classification and geotechnical investigation.  The correlation of shear wave velocity with CPT is 
potentially a powerful means to expand the utility of the MASW method for military 
geotechnical engineers.  The developed shear wave velocity profiles and associated CPT 
correlations described in this thesis were utilized to classify soils, estimate pile driving blow 
counts, and estimate soil bearing capacity for piles in axial compression in order to determine 
whether the MASW method could successfully replace the Rapid Penetration Test (RPT) method 
that is presently utilized by the US Navy (USN).   
The RPT method was developed in the mid-1990s and was based upon correlations to the 
CPT method reinforced by a series of soil studies specifically executed to calibrate the RPT 
method.  However, further calibration and testing to increase the predictive capability and utility 
of the RPT method have not been undertaken since initial development.  The MASW method 
was selected as a potential replacement for the RPT as it is a method that is actively being 
researched, and its reliability in providing accurate geotechnical information for soil sites has 
been well reviewed and documented.  The MASW method was selected also because of its better 
efficiency and simplicity in setup, operation, analysis, and equipment needs, compared with the 
RPT method. 
The MASW method was determined to be successful in characterizing the engineering 
properties of soils at a terrestrial site when compared with pile driving logs and data produced by 
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the RPT method for the same site.  The MASW method was not successful, however, in 
characterizing the engineering properties of soils at a set of marine sites that were either partially 
or fully submerged.  The success of the MASW method on land suggests that the lack of success 
of the method underwater was due to equipment and field setup difficulties.  Previous research 
that has successfully executed the MASW method in a marine environment (Kaufmann, et. al., 
2005), in which hydrophones and a blank shotgun shell seismic source device were used to 
develop shear wave velocity profiles of shallow marine sediments, supports the conclusion that 
the lack of success in executing the MASW method as a part of this thesis was because of the 
above-mentioned issues.  However, given the success of the MASW method at the terrestrial site 
and the success at executing the method underwater once operator and field setup errors were 
addressed, it can be concluded that the MASW method has the potential to be a reliable 
replacement for the RPT once further testing is completed and additional experience with the 
method is gained.  Furthermore, the MASW method successfully addresses the desire to replace 
the RPT from a manpower and equipment efficiency standpoint. 
Future work needed to ensure the reliability of the MASW method as a replacement for 
the RPT includes additional testing and comparison of the MASW method to the RPT method 
and ground truth boring logs at additional sites, additional optimization of the equipment and 
field setup utilized for the method, and additional means to ensure that high quality, high 
resolution seismic records are obtained for the sites under investigation. 
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Appendix A 
 
Figure 27.  NAVFAC pile design flow chart from Thompson (2012) 
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Appendix B 
 
ELCAS(M) pile blow count data, collected by sailors from Amphibious Construction 
Battalion TWO at the RPT sites, is given below. 
 
 
 
 
 
 
 
 
 
 
Figure 28.  ELCAS(M) pile driving logs 
 
 
 
 
 
 
 
 
 
 
 
DATE TIME PILE BC DEPTH
17-Apr-18 1450 RP 1-2 37 39'
16-Apr-18 1350 RP1-3 37 27'
20-Apr-18 1357 RP3-2 37 59'
16-Apr-18 1327 RP3-3 37 26'
19-Apr-18 1528 RP4-3 37 67'
19-Apr-18 1516 RP6-3 37 47'
23-Apr-18 1707 R1-1 37 50'
24-Apr-18 1529 R1-3 37 63'
23-Apr-18 1645 R3-1 37 46' P1-S
24-Apr-18 1515 R3-3 37 64' P2-G
26-Apr-18 1043 R4-3 37 62' P3-G
26-Apr-18 1052 R6-3 37 63' RP1-G RP4-G R1-G R4-G R6-G P4-S
R7-3 RP2-G RP5-G R2-G R5-G R7-G P5-G
R9-3 RP3-G RP6-G R3-G R6-G R8-G P6-S
P4-1 F7-F
P4-3
P6-1
P6-3
P9-1
P9-3
W
at
er
lin
e
SE
AW
AR
D
BE
AC
H
RP 1-2
RP 1-3
RP 3-2
RP 3-2
RP 4-3
RP 1-1
RP 6-3
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Appendix C 
 
 RPT test data collected by divers from Underwater Construction Team ONE for RPT Site 
#1 is given below. 
 
 
Figure 29.  RPT data collected for RPT Site #1 
1 2 3 4 5 6 7 8
Depth 
Interval 
Penetration 
Time  Torque Rate  
Penetration 
Factor 
Torque 
Factor
Predicted 
Blow 
Counts
Estimated 
Bearing 
Cap.
(ft) data sheet (ft-lb) (sec/ft) Rate Torque
as installed (min,sec) depth^1.5 depth^1.5
RPT #1 2 :05 0 2.5 0.88 0.00 0.00 <50
Onshore 4 :19 30 9.5 1.19 3.75 <20 50.00
6 :33 45 16.5 1.12 3.06 <20 72.00
8 :26 40 13 0.57 1.77 <20 55.00
10 :18 40 9 0.28 1.26 <20 50.00
12 :22 45 11 0.26 1.08 <20 60.00
14 :23 60 12.5 0.24 1.15 <20 70.00
16 :30 50 15 0.23 0.78 <20 75.00
18 :25 45 12.5 0.16 0.59 <20 60.00
20 :26 60 13 0.15 0.67 21.00 73.00
22 :28 55 24 0.23 0.53 26.00 76.00
24 :45 75 22.5 0.19 0.64 29.00 110.00
26 :39 75 19.5 0.15 0.57 26.00 100.00
28 :43 90 21.5 0.15 0.61 31.00
30 :44 90 22 0.13 0.55 31.00
32 :40 100 20 0.11 0.55 34.00
34 :45 95 22.5 0.11 0.48 35.00
36 :49 110 24.5 0.11 0.51 37.00 90.00
38 :49 145 24.5 0.10 0.62 48.00
40 :49 100 24.5 0.10 0.40
42 :47 110 23.5 0.09 0.40
44 1:08 200 34 0.12 0.69
46 1:25 170 42.5 0.14 0.54
48 2:10 170 65 0.20 0.51
49 4:00 150 120 0.35 0.44
< 10 ft Average 0.94 2.14
Dense Sand and Gravel 
Average 0.17 0.65
Medium Sand with reflections of clay and silt
Test Data Calculation Worksheet
Rapid Penetration Test
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MASW calculations for RPT/MASW Site #1 are given below. 
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Figure 30.  MASW bearing capacity calculations for RPT/MASW Site #1 
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Appendix D 
RPT test data collected by divers from Underwater Construction Team ONE for RPT Site 
#2 is given below. 
 
Figure 31.  RPT data collected for RPT Site #2 
RPT #2 1 2 3 4 5 6 7 8
Surfzone
Depth 
Interval 
Penetration 
Time  Torque Rate  
Penetration 
Factor 
Torque 
Factor
Predicted 
Blow 
Counts
Estimated 
Bearing 
Cap.
(ft) data sheet (ft-lb) (sec/ft) Rate Torque
as installed (min,sec) depth^1.5 depth^1.5
2 :05 0 2.5 0.88 0.00 0.00 <50
4 :22 20 11 1.38 2.50 <15
6 :42 20 21 1.43 1.36
8 :33 40 16.5 0.73 1.77
10 :35 50 17.5 0.55 1.58
12 :28 50 14 0.34 1.20
14 :34 60 17 0.32 1.15
16 :36 50 18 0.28 0.78
18 :56 80 28 0.37 1.05 37.00
20 1:12 120 36 0.40 1.34 >37
22 1:15 100 37.5 0.36 0.97 >37
24 1:03 100 31.5 0.27 0.85 >37
26 :58 80 29 0.22 0.60
28 :57 90 28.5 0.19 0.61
30 :57 80 28.5 0.17 0.49
32 1:05 100 32.5 0.18 0.55
34 1:15 100 37.5 0.19 0.50
36 1:00 100 30 0.14 0.46
38 1:03 100 31.5 0.13 0.43
40 1:17 100 38.5 0.15 0.40
42 1:19 135 39.5 0.15 0.50
44 1:19 135 39.5 0.14 0.46
46 1:15 135 37.5 0.12 0.43
48 1:06 135 33 0.10 0.41
50 1:03 135 31.5 0.09 0.38
52 1:18 165 39 0.10 0.44
54 1:30 200 45 0.11 0.50
56 2:30 175 75 0.18 0.42
58 2:43 200 81.5 0.18 0.45
60 2:35 230 77.5 0.17 0.49
62 2:30 240 75 0.15 0.49
< 10 ft Average 1.10 1.41
Dense Sand and Gravel 
Average 0.21 0.66
Medium Sand with reflections of clay and silt
Test Data Calculation Worksheet
Rapid Penetration Test
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MASW calculations for RPT/MASW Site #2 are given below. 
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Figure 32.  MASW bearing capacity calculations for RPT/MASW Site #2 
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Appendix E 
 
 RPT test data collected by divers from Underwater Construction Team ONE for RPT Site 
#3 is given below. 
 
Figure 33.  RPT data collected for RPT Site #3 
RPT #3 1 2 3 4 5 6 7 8
Offshore
Depth 
Interval 
Penetration 
Time  Torque Rate  
Penetration 
Factor 
Torque 
Factor
Predicted 
Blow 
Counts
Estimated 
Bearing 
Cap.
(ft) data sheet (ft-lb) (sec/ft) Rate Torque
as installed (min,sec) depth^1.5 depth^1.5
2 :04 0 2 0.71 0.00 0.00
4 :22 20 11 1.38 2.50 <15
6 :33 30 16.5 1.12 2.04
8 :38 40 19 0.84 1.77
10 :35 50 17.5 0.55 1.58
12 :35 40 17.5 0.42 0.96
14 :35 50 17.5 0.33 0.95
16 :47 60 23.5 0.37 0.94
18 :47 50 23.5 0.31 0.65
20 :40 50 20 0.22 0.56
22 :35 60 17.5 0.17 0.58
24 :40 60 20 0.17 0.51
26 :40 60 20 0.15 0.45
28 :40 55 20 0.13 0.37
30 :47 130 23.5 0.14 0.79 >37
32 :48 80 24 0.13 0.44
34 :50 120 25 0.13 0.61 >37 100.00
36 :59 140 34.5 0.16 0.65 >37
38 1:03 145 31.5 0.13 0.62
40 1:46 170 53 0.21 0.67
42 2:27 200 73.5 0.27 0.73
44 5:00 250 150 0.51 0.86
< 10 ft Average 1.01 1.58
Dense Sand and Gravel 
>10 ft Average 0.25 0.72
Medium Sand with reflections of clay and silt
Test Data Calculation Worksheet
Rapid Penetration Test
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MASW calculations for RPT/MASW Site #3 are given below. 
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Figure 34.  MASW bearing capacity calculations for RPT/MASW Site #3 
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